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Thank you for your purchasing a HORIBA DO tip. Read this manual carefully before 
using the electrode tip. 

 Precautions on Use  
 Be careful not to scratch membrane. 
DO tip is covered with extremely thin fragile membrane. Do not damage it by 
hitting or pushing DO tip strongly. 

 Ensure complete waterproofing. 
DO tip mounted on sensor body is designed to prevent infiltration of sample by 
means of O-ring. Make sure that O-ring is fitted to DO tip, and tighten it to the 
sensor body securely. 

 Do not touch the inner solution. 
The inner solution is strongly alkaline. If it sticks to your cloth or skin, wash it away 
with water sufficiently. The cornea of an eye is weak to alkali. Do not to allow any 
droplet of inner solution to contact eyes in particular. 

 Storage  
 Connect the short socket before storage. 
When storage of independent DO tip is intended, remove DO tip from the holder. 
Be sure to connect DO tip to the short socket, and store it in a cool dark place. 

Instruction Manual  
for DO Tip 5401 Take a DO tip out of a pack. 

The pack has a notch at its edge. 
Tear the pack from there, and take out DO tip. 

Detach the protective tube. 
Remove cellophane tape, and detach the  
protective tube. 

Disconnect the short socket. 
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Attach DO tip to the holder. 
Insert the DO tip into the holder in the correct direction, caring the difference of the 
two connector pins in diameter size, and then screw and fix the protective cap to 
the holder. 
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For any question regarding this product, please contact your local agency, or inquire from the 
Customer Registration website (http://www.horiba.com/contact-us/) 

HORIBA, Ltd. 


